TOP OF EXISTING

PAVEMENT
ITEM 206.02 M = SUBGRADE
REMOVE EXISTING = Y
STRUCTURE <
Sl BACKFILL WITH SELECT GRANULAR
= FILL - ITEM 20307 M

ABANDONING EXISTING SEWERS
\\ITEM 206.02 M

FILLING TO BE PAID
EXISTING MANHOLE — \ 6’ UNDER SEPARATE ITEM

PLUGGING ABANDONED STORM MANHOLE

=

OTES:

CAVATION FOR REMOVAL OF EXISTING DRAINAGE STRUCTURE TO BE

1, EX

PAID FOR UNDER ITEM 206,02 M - TRENCH AND CULVERT EXCAVATION,
R

)

e OVE TOP AND SIDES 0OF EXISTING STRUCTURE TO A DEPTH

EM
o0mm MINIMUM DR ALBE., BELOW THE TOP OF THE EXISTING GRADE.

XISTING DRAINAGE
/ETRUCTURE (TO REMAIN>

MASONRY BULKHEAD

MASONRY BULKHEAD
FILLING TO BE PAID UNDER FILLING TO BE PAID UNDER
ITEM 604.98 M, ABANDONING ITEM_604.98 M, ABANDONING
EXISTING STORM SEWERS EXISTING ‘STORM SEVERS

H / H

C —

PLUGGING ABANDONED PIPE

ABANDONING EXISTING STORM SEWER

NOT TO SCALE

11719703

REVISED



